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To all whom it may conecern:

Be it known that I, GASPARD SCHELKER,
of Brooklyn, in the county of Kings and State
of New York, have invented a new and Im-

5 proved Watch-Case, of which the following
is a full, clear, and exact description.

The object of the invention is to provide a
new and improved watch-case supporting on
the outside of one or both covers pictures

10 adapted to be covered or uncovered by a sim-
ple device at the will of the wearer.

The invention consists of certain parts, and
details and combinations of the same, as will
be hereinafter fully described, and then

15 pointed out in the claims.

Reference is to be had to the'accompanying
drawings, forming a part of this specification,
in which similar letters of reference indicate
corresponding parts in all the figures.

20  Figure 1 isaface view of the improvement,
showing the pictures covered up by the disk.
Fig. ¢ is a like viewof the same, showingthe
pictures uncovered. Fig. 3 is a transverse
section of the improvement on the line z « of

25 Fig.1, and Tig. 4 is a face view of a modified
form of the improvement. ’

Theimproved watch-case A is provided with
the usual covers B and C, of which B is the
front cover and C the rear cover. The front

30 cover may be left off if the casing is intended
for an open-face watch.

One or both of the covers Band C are pro-
vided on the outer face with a number of
pictures D, preferably photographic or other

35 portraits, fastened in recesses K, formed in

the respective cover. The recesses are pref-

erably of circular or oval form, as shown in
the drawings, and are arranged in a circle
equal distances apart.

On theface of the coveris mounted, to tmn,
a.disk F, provided with one or a numbel of
apertures (&, similar in shape to the recesses
E, and arranged in a circle equal distances
apart, so as to register with or disconnect
45 from the recesses E, containing the pictures

D. As shown in Figs.1 and 2,three apertures
are formed in the disk K, while in the disk
shown in Fig. 4 but one aperture is repre-
sented. The disk I is held in place on the

40

faceof the cover by a ring I, the rim of which 5o
is formed by two segmental sections H’ and
1% of which the latter has the larger diame-
ter,and is adapted to be sprung onto a circu-
lar offset I, formed on the face of the respect-
ive cover L or C. Thering Histhussecurely 53
held in place on the cover, and the top seg-
mental section I is bent over sufficiently fo
cover the top of the disk I, so as to prevent
the latter from passing ithUO‘h the 11n0 H,

at the same time permitting “the disk T to 6o
turn within the ring H on the face of the
cover K or C.

In order to conv emently turn the disk T, T
may provide the same with lugs or offsets T
projecting slightly from the outside of t-he 65
disk within the opening of the ring I

Between the apertures G of the dlsk Hmay
be engraved or otherwise formed ornaments
K, and similar ornaments L may be formed
between the several recesses E in the cover, 7o
as is plainly shown in Figs. 1 and 2, respect-
ively.

When the disk T is in the position shown
in Fig. 1, the apertures G do not register with
the recesses E, containing the pictures D, so 75
that the latter are hidden from view. When
the operator desires to uncover the pictures
D, he turns the disk I# by taking hold of the
lugs J until the apertures G register with
the recesses E, ag illustrated in Fig. 2. The 8o
pictures D now appear in full view.

In the device shown in Fig. 4 only one pie-
tare’is visible at a time.

Thus it will be seen that by a very simple
device pictures, preferably portraits, held 8g
on one or both covers of the watch-case can
be covered or uncovered at the will of the
wearer.

Having thus fully deseribed my invention,

I claim as new and desire to securetby Let- ga
ters Patent—

1. In a watch-case, the combination, with
one of the outer covers or lids provided with
a circular offset I, of a bezel 117 H? sprung
upon said offset, and a revoluble apertured g5
disk T, resting over the outer face of said
cover, unde1 ’rhe bezel, substantially as set
forth.
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2, In a watch-case, the combination, with | having an aperture and a pin or projection J,
one of the outer lids: or covers having a cir- | substantially as set forth.
cular offset I and a concentrically-arranged GASPARD SCHELKER
series of picture-receiving recesses, of the N
bezel H’ H?, sprung upon said offset, and the Witnesses:
revoluble disk F, resting over the recessed THEO. G. HOSTER,
face of the lid or cover, under the bezel, and C. SEDGWICK.



